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Technical Notes – No. 007 

Make – FERRARI 

Model – 250 GT Berlinetta (250 SWB) 

Applicable to Period F – Precision / GTS12 

Issue #2 

Homologation 22 Group GT – Earliest specification applicable 1960 

Pre-63 specification only valid for pages 1 to 12 included (considering cover page). 

Page 13 and 14 are 250 GTO 1964 evolution and are therefore not acceptable in Pre-63 configuration. 

Item  Appendix K Restriction 
1. Wheelbase 2400mm  
2. Front Track 1354mm See note 1 
3. Rear Track 1349mm 
4. Minimum Weight 950kg  
5. Maximum Fuel Capacity 140 litres  
6. Chassis Girder  
7. Brakes FR. 314mm | Solid discs 

2-pot Dunlop Mk9 
21/8  piston OD. 
13mm disc thickness 
 
RE. 298mm | Solid discs 
2-pot Dunlop Mk9 
1¾ piston OD. 
13mm disc thickness 

 
Cooling ducts must be contained 
within the overall front perimeter of 
the car, under body/chassis type are 
forbidden. The use of guide and 
backplates are recommended. 

8. Suspension FR. Double wishbone, 
telescopic damper, separate 
coil spring with non-
adjustable ARB. 
 
RE. Rigid axle, trailing link (2), 
leaf spring and telescopic 
damper with Watts linkage. 

FR. Anti-Roll Bar is not adjustable. 
 
RE. Trailing links are non-adjustable. 
 
 
Single adjustable steel bodied 
dampers. 

9. Bodywork Aluminium and steel.  
10. Wheels & Tyres 15” or 16” Diameter 

FR. & RE. 5.5-6-6.5-7-7.5” 
Borrani aluminium wire wheels. 
 
Pre-63 specification limits the 
wheel width to 6.5” FR and/or RE. 
 
Max. tyre width:  
FR 600x15” 
RE 650x15” 
 
See note 1 

11. Dashboard Production  
12. Steering Steering box No rack & pinion allowed. 
13. Engine capacity 2953cc 

73x58.8 Bore/Stroke 
Maximum rebore as per 
Homologation/Appendix K. 

14. Ignition Distributor/Breaker/Coil Electronic 
Magic eye authorized. 

15. REV limitation MSD 6AL (ref: MSD PN 6425 
or 6420) mandatory. 

See Note 3 

https://historicdb.fia.com/sites/default/files/car_attachment/1731409201/homologation_form_number_22_group_gt.pdf
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Set @7500RPM 
16. Intake 3x 46DCF/3 (1961)  

Or 
6x 38DCN (1962)  

 

17. Exhaust See note 2  
18. Clutch Single plate / Mechanical  No concentric mechanism allowed 
19. Gearbox 4-speed Ferrari sync. (1961) 

5-speed Ferrari sync. (1962) 
Ratios as homologated 
Straight cut allowed 

No dog engagement allowed. 

20. Differential ZF LSD Aluminium casing.  
 

ADDITIONAL NOTES 

Note 1 – Track dimensions 

Clarification of the applicable Homologation for the model with form 22 recognized as the only one valid 
by Ferrari SpA in 2020 at FIA. The only permissible track dimensions that can be considered for the model 
in Pre-63 specification are the following: 

Applicable to Period E and Period F and for all cars claiming a “Year of Specification” of up to 1963 
(INCLUDING PRE-63) included : 

• FRONT – 1354mm – Maximum track dimension 
• REAR – 1349mm – Maximum track dimension 

Note 2 – Exhaust manifold 

Diameter of the exhaust tube at flange is 32mm as per Homologation form. 

 

Note 3 – REV Limitation 

Providing an Engine Capacity Certificate and matching seals can be provided at scrutineering, no REV 
limitation will be enforced. Failure to do so will result in the REV limitation (15) to be enforced. 


